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ARRANCADORES PARA LÁMPARAS DE H.I.D. / IGNITORS FOR H.I.D LAMPS

Tipo de arrancador
Ignitor type

Lámparas de Vapor de Sodio AP
HPS Lamps

Lámparas de halogenuros metálicos
MH Lamps

Lámparas 
sodio BP

LPS Lamps

W 50 70 100 150 250 400 600 1000 35 50     70 100 150 250 400 1000
2000

220

2000

380
35 55

AVS-003-1(3) • • • • • • •
AVS 100-1
AVS-100-D • • • • • • • • • • • •

AVS-100-DP • • • • • • • • • • • • • • • •
AVS-70 • •
AVS-150 •(4) • • • • • •
AVS-400R •(4) • • • • • • • • • •
AVS-400-R-T5 •(4) • • • •
AVS-400-R-T20 • • • • • • • • • •
AVS-1000 • • •
AH-1000 • •

AVS-2000/380 •

AH-2000/220 • •

AH-005/380 •(1)

AH 002-1
AH 002-D •(2) •(2) •(2) •(2) •

ASB-55 •
(1)  Para lámparas de tensión de 

encendido 1,2kV.
Suitable for lamps with pulse peak 
voltage 1,2kV.

(2)  Valido para lámparas de tensión de 
encendido 0.8kV.
Suitable for lamps with pulse peak 
voltage 0,8kV.

(3)   Sólo para lámpara standar.
Only suitable for standard lamps

(4)   Para lámparas Na 70W (DE).  
Doble casquillo.
For Na 70W lamps. Double  
socket

•

•

•
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Lámparas / Lamps:  Na 50 a 1000W 
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Formato 1
Format 1

Formato 2
Format 2

Arrancador para lámparas de Vapor 
de Sodio A.P. y Halogenuros Metálicos 
Ignitor for high pressure Sodium  
and Metal Halide lamps

AVS-100 - D - 220/240V 50-60Hz

~ Sistema transformador de impulsos.
~ Funciona con reactancias ELT con toma intermedia adecuada.
����	��	�����
���
����
�����������?�����������
�������
�]KJ#
��$�������������&�������2�����&@���������@����#
��=������?���?
��������������
?���������?���
���
������#

~ Impulse transformer system.
~ Operate with ELT ballasts with an adequate outlet.
~ Insulting, self-extinguishing casing with M8 fastening shank.
~ 0.75 and 1 mm2, 0.45/0.7 and 0.6/1kV connections.
~ Available with double insulated wires upon request.

Esquema de conexionado
Wiring diagram
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N.º º e pF W
(tc) 
ºc

(ta) 
ºC

minut. Kg

AVS-100-D

3210113
(Formato/Format1)

3210112
(Formato/Format2)

Na 50 a 1000W
Hgl 100 a 
1000W

���#��&���

¦��J >160
220

÷
240 

��J
÷

��%

3
÷

��&

»� 1
J�
÷

100

1000

<1 90 -30

-

���%�
���%� 2AVS-100-DP

3210111
(Formato/Format1)

3210442
(Formato/Format2) Na 50 a 1000W

����%&�
��J��| 2000 30

AVS-100-DP-40

3211053
(Formato/Format1)

3211054
(Formato/Format2)

{^��w�8��8{$8=w��=�k�{=`�{���=`£`�8����]kw�`µ8=w�$w{���${`$8�k^��wKk8^�8� 
NEW PULSE-PAUSE DIGITAL IGNITOR

Dimensiones
Dimensions
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Arrancador para lámparas de Sodio B.P.
y Halogenuros Metálicos de 0,8 kV 
Ignitor for low pressure Sodium and 
Metal Halide lamps-0,8 kV

AH-002-D  220/240V 50-60Hz

~ Arrancador independiente de dos hilos. Conexión paralelo.
����	��	�����
���
����
�����������?�����������
�������
�]KJ#
��$�������������&���2������?���#
~  Utilizable con lámparas de halogenuros metálicos con tensión de 

�����������J���#
��=������?���?
��������������
?���������?���
���
������#

~ Independent ignitor with two wires. Parallel connection.
~ Insulating self-extinguishing casing with M8 fastening shank.
~ 0.75 mm2������������������
~ Suitable for metal halide lamps with 0.8kV ignition voltage.
~ Available with double insulated wires upon request.

Esquemas de conexionado
Wiring diagrams
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Lámparas / Lamps:  Na B.P. 35W 
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Dimensiones
Dimensions

Formato 1
Format 1

Formato 2
Format 2

Tipo
Type

Codigo 
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V V V ��
�������
¢��#
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(ta)
ºC

minut. Kg
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(Formato/Format1)

3210131
(Formato/Format2)
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÷
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Arrancador para lámparas 
de Halogenuros Metálicos - 1,2 kV
Ignitor for Metal Halide
lamps - 1,2 kV

AH-005/380 380/400V     50-60Hz

~ Arrancador independiente de dos hilos. Conexión paralelo.
����	��	�����
���
����
�����������?�����������
�������
�]KJ#
��$�������������&���2�������?���#
��^����)
?����������
�
�������������������������������#

~ Independent ignitor with two wires. Parallel connection.
~ Insulating self-extinguishing casing with fastening shank M-8.
~ Flexible connections 0,75 mm2.
~ Suitable for lamps with 1,2 kV ignition voltage.

Esquema de conexionado
Wiring diagram
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Dimensiones
Dimensions
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Arrancador para lámparas de Sodio A.P. 
Ignitor for High pressure Sodium

AVS- 70 220/240V 50-60Hz

~ Sistema superposición de impulsos. Independiente.
~ Utilización universal hasta 2A.
����	��	�����
���
����
�����������?�����������
�������
�]KJ#
��>������������������������
���
����&�Ä���&���2.
~ Encapsulado en resina de poliuretano.

~ Superimposed system. Independent type.
~ Universal use up to 2A.
~ Insulating self-extinguishing casing with fastening shank M-8.
~ Terminal block in polyamide 0,75 ÷ 2,5 mm2.
~ Encapsulated in polyurethane resin.

Esquema de conexionado
Wiring diagram
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I máx. 2A

Dimensiones
Dimensions
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AVS-70 3210420 ¦��J >170
��J

÷
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Arrancador para lámparas de Sodio A.P.
y Halogenuros Metálicos 
Ignitor for High pressure Sodium
and Metal Halide lamps

AVS- 150 220/240V 50-60Hz

~ Sistema superposición de impulsos. Independiente.
~ Utilización universal hasta 2A.
����	��	�����
���
����
�����������?�����������
�������
�]KJ#
��>������������������������
���
����&�Ä���&���2.
~ Encapsulado en resina de poliuretano.

~ Superimposed system. Independent type.
~ Universal use up to 2A.
~ Insulating self-extinguishing casing with fastening shank M-8.
~ Terminal block in polyamide 0,75 ÷ 2,5 mm2.
~ Encapsulated in polyurethane resin.

Esquema de conexionado
Wiring diagram
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Dimensiones
Dimensions
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Arrancador para lámparas de Sodio A.P. 
y Halogenuros Metálicos 
Ignitor for High pressure Sodium 
and Metal Halide lamps

AVS-400R 220/240V 50-60Hz

~ Arrancador Independiente. Sistema superposición de impulsos.
��^����)
�������	���
���
��
����8#
����	��	�����
���
����
�����������?�����������
�������
�]KJ#
��>������������������������
���
����&�Ä���&���2.
~ Encapsulado en resina de poliuretano.

~ Independent ignitor. Superimposed system.
~ Universal use up to 4,6A.
~ Insulating self-extinguishing casing with fastening shank M-8.
~ Terminal block in polyamide 0,75 ÷ 2,5 mm2.
~ Encapsulated in polyurethane resin.

Esquema de conexionado
Wiring diagram
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Lámparas / Lamps:  Na 70 (DE)100-150 y 400W 
Hgl 35 a 400W.  
�����#����8

Dimensiones
Dimensions

Formato 1
Format 1
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Arrancador para lámparas de Vapor 
de Sodio A.P. y Halogenuros
Ignitor for High pressure Sodium
and Metal Halide

AVS-1000 / AH-1000 220/240V 50-60Hz

~ Arrancador independiente. Sistema superposición de impulsos.
~ Utilización universal hasta 12A.
����	��	�����
���
����
�����������?�����������
�������
�]KJ#
��>������������������������
���
����&�Ä���&���2.
~ Encapsulado en resina de poliuretano.

~ Independent ignitor. Superimposed system.
~ Universal use up to 12A.
~ Insulating self-extinguishing casing with fastening shank M-8.
~ Terminal block in polyamide 0,75 ÷ 2,5 mm2.
~ Encapsulated in polyurethane resin

Esquema de conexionado
Wiring diagram
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Lámparas / Lamps:  Na 400-600 y 1000W
Hgl 1000W
l máx. 12A

Dimensiones
Dimensions
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Arrancador para lámparas de 
Halogenuros Metálicos 
Ignitor for Metal Halide lamps

AVS-2000/380 380/400V 50-60Hz

~ Arrancador independiente. Sistema superposición de impulsos.
~ Utilización universal hasta 12A.
����	��	�����
���
����
�����������?�����������
�������
�]KJ#
��>������������������������
���
����&�Ä���&���2.
~ Encapsulado en resina de poliuretano.

~ Independent ignitor. Superimposed system.
~ Universal use up to 12A.
~ Insulating self-extinguishing casing with fastening shank M-8.
~ Terminal block in polyamide 0,75 ÷ 2,5 mm2.
~ Encapsulated in polyurethane resin.

Esquema de conexionado
Wiring diagram
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Dimensiones
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Arrancador para lámparas de  
Halogenuros Metálicos 
Ignitor for Metal Halide lamps

AH-2000/220 220/240V 50-60Hz

~ Arrancador independiente. Sistema superposición de impulsos.
��^����)
�������	���
���
��
��J8#
~ Envolvente de material termoplastico
��>������������������������
���
���&�Ä�����2.
~ Encapsulado en resina de poliuretano.

~ Independent ignitor. Superimposed system.
~ Universal use up to 18A.
~ Thermoplastic material casing.
~ Terminal block in polyamide 1,5 ÷ 4 mm2.
~ Encapsulated in polyurethane resin.

Esquema de conexionado
Wiring diagram
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Dimensiones
Dimensions
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Arrancador para lámparas 55W Sodio B.P. 
Ignitor for 55W low pressure Sodium lamp

ASB-55 220/240V 50-60Hz

~ Arrancador Independiente. Sistema superposición de impulsos.
~ Utilización con reactancias de choque de 55W. Sistema híbrido.
����	��	�����
���
����
�����������?�����������
�������
�]KJ#
��>������������������������
���
����&�Ä���&���2.
~ Encapsulado en resina de poliuretano.

~ Independent ignitor. Superimposed system.
~ Suitable with choke ballasts 55W. Hybrid system.
~ Insulating self-extinguishing casing with fastening shank M-8.
~ Terminal block in polyamide 0,75 ÷ 2,5 mm2.
~ Encapsulated in polyurethane resin.

Esquema de conexionado
Wiring diagram
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